
Engineered Water Treatment Solutions

AXEON RFF-Series Refillable

Cartridges fit most filter housings

and can be customized with any

filtration media or resin of choice.

Cartridges can be used as a single

point of treatment or integrated into

a water treatment system.

AXEON RFF-Series Refillable

Cartridges come with built-in pre

and post filters to keep the media

from being washed out of the filter

cartridge. These durable cartridges

offer flexibility and high quality

without many of the common

problems associated with other

empty cartridge designs.

RFF-Series Refillable Cartridges
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RFF-Series Refillable Cartridges

Product Specifications

Part Number Description Size Volume
(cubic feet)

Maximum
Flow Rate
(gpm)

Case Quantity Box Dimensions
(inches)

Box Weight
(lbs)

200700 RFF-25-10 2.5” x 9 3/4” 0.027 5 50 21 x 15 x 15.5 15

200701 RFF-25-20 2.5” x 20” 0.055 5 25 21 x 15 x 15.5 12

*200702 RFF-45-10 4.5” x 9 3/4” 0.077 20 12 15 x 10.5 x 21.5 8.7

*200703 RFF-45-20 4.5” x 20” 0.150 20 6 15 x 10.5 x 21.5 9.35

Features and Benefits
� Fit Standard 2.5” and 4.5” Filter Housings

� High Capacity Flow Rates

� Customizable to Fit Any Application

Materials of Construction
� Cartridge Body: High-density Polyethylene
(HDPE)

� End Caps: Polypropylene

� Brackets on End Caps: Polypropylene

� Filter Pad on End Cap: Polypropylene

� Gasket: Thermoplastic Elastomer (TPE)

� 5 Micron Sediment Filter: Polypropylene* 
(See asterisks in table)


