MEDIA PRODUCTS Perlite

e 0 PERLITE

Typical Physical Properties

Structure....... Expanded Perlite Specific Gravity .......c.cocvieiiiinin 2.3
(070] (o] FA Off-White Refractive Intex ..........ccooeviiiiinnnnnn, 1.5
G.E. Brightness .................. 76 Free Moisture (Max % H20) ............ 0.5
pH (10% slurry) .......ccceeee 7.0 (Typical % H20) .......coooevieiiin, 0.2
CP Grade 1200P | 1200R | 1400P | 1400R | 2000P | 200R | 4000P | 4000R | 5000P | 5000R | 6000P | 6000R

Sieve Analysis’
% + 150 Mesh 15 25 20 30 25 35 30 40 35 45 40 50
(>105 microns)

Median Particle
Diameter (microns)

32 45 37 50 48 58 55 62 60 66 66 70

Permeability2

0.08 | 0.08 1.2 1.2 2.1 2.1 2.6 2.6 3 3 3.5 3.5
(darcy)

Density (lbs/ft3) Wet| 15 | 43 | 42 | 43 | 11 | 12 | 11| 12| 9 | 10| 9 | 10

Bulk
Dry Bulk 55 6 55 6 55 6 5 55 5 55 | 45 | 55
Density (g/l) 190 | 210 | 190 | 210 | 175 | 190 | 175 | 190 | 145 | 160 | 145 | 160
Wet Bulk
Dry Bulk 0 | 95 | 90 | 95 | 90 | 95 | 80 | 90 | 80 | 90 | 70 | 90

1 = w/Tyler Screen 2= Detemined with Vel Penneameter

Typical Chemical Analysis

SiOg. i, 75.80% Cal..coiiiiiiiiii, 1.00%
ALOs. ..o, 13.10% Other Oxides.............. 0.09%
KO 4.40% Loss on Ignition........... 0.08%
NayO...ooovveieiiiieie . 4.10%
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